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s €O’ ~IDENTIAL
Form (L/ E @

(December 1990) UNITED STATES B
DEPARTMENT OF THE IN 5. tnl DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGE JuL 191985 \ N
APPLICATION FOR PERMIT TO DRILL OR DEEREN—"" “G INDIAY, ALLOTTEN ox Tains NaME

ST DRILL @ DEEPeN [ | DIV.OF OIL.GAZ e e e
Glen Bench

b. TYPE OF WELL

a":LL ?vAlsu. OTHEIR ;4‘;:‘0!“ :;]NL: e 8. FARMOR LEASE NAMB, WELL No.
2. NAME OF OPERATOR Glen Bench
Chandler & Associates, Inc. 9. AmweLLNO.
3. ADDRESS AND TELEPHONE NO. (303) 295-0400 #8-17
475 Seventeenth St., Suite 1000 Denver, CO 80202 10. FIELD AND POOL, OB WILDCAT
4. ncuxgﬁuc :)r WELL (Report location clearly and in accordance with any State requirements.®) Glen Bench
SUri. »
’ 11. sEC., T., R., M., OR BLK.
2400' FNL 400' FEL AND SURVEY On AxEA
At proposed prod. sone Sec. 17,T8S,R22E,S.L.B. & M.
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFrics® 12. COUNTY OR PARISH | 13. S8TATE
See Topo Map "A" Uintah Utah
15. DISTANCE FROM PROPUSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED
Feoriuny oa Lisss fues, v 400" 600 TR 40
(Also to nearest drig. unit flne. if any)
18. DISTANCE FROM PROFOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
T S e e i, o, 2000 5475 Rotary
21. ELEVATIONS (Show whether DF, RT. GR, etc.) 22. APPROX. DATE WORK WILL START®
4964' GR A.S.A.P.
. PROPOSED CASING AND CEMENTING PROGRAM / ’
SIZE OF HOLE GRADR, SIZB OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT .
12 1/2" 8 5/8" 244 300" (see Attached Drilling Plan)
7 7/8" 5 1/2" 15.5+# 5475" (See Attached Drilling Plan)
1. M.I.R.U.
2. Drill to T.D. 5475'
3. Run 5 1/2" casing if commercial production is indicated.
4. If Dry Hole, Well will be plugged and abandoned as instructed by

the B.L.M.
57 Well will be drilled with fresh water to 5000', then Chem Gel Mud

to T.D. Mud will be in place to run 5 1/2" casing.

I hereby certify that I am responsible by the terms and conditions of the
Lease to conduct Lease Operations. Bond Coverage pursuant to 43 CFR 3104
for Lease Activities is being provided by Chandler & Associates, Inc.,
B.L.M. Bond #124290364 with CNA.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. 1€ proposal is to drill or
jonally, give perti data on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.
5

di
'y
a16xmD @fg é&, nmg Agent for Chandler oargJuly 13, 1995
S Y £

(This space for Federal or State office use)

PERMIT XO. 43 ~047- S 7&? APPROVAL DATE

Appliuﬁonappwaldoqsnotwmueudfymmeapplianthddslegaloteqni&leﬁdetothmerigh: inﬂuntjealmwhidxmﬂdmﬁﬁeﬂnappliammmwalﬂm

- ,%//9K
*See Instructions On Reverse Si 4

Title 18 U.S.C. Section 1001, makes it 2 crime for any person knowingiy and willfully to make to any qepa_rtqlen.t or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

4

CONDITIONS OF APPROVAL, IF ANY:

APPROVED



T8S, R22E, S.L.B.&M.

—_—_—

—_——

CHANDLER & ASSOCIATES, INC.

Well location, GLEN BENCH UNIT #8-17,
NBS5e located as shown in the SE 1/4 NE 1/4 of
SO'W - 40.53 (6.L.0) e Section 17, T8S, R22E, S.L.B.&M. Uintah
SB6V0°15"E ~ 2674 g3 County, Utah
\ 1967 Brass Caop . (Meas,) 1967 Brass Cap Y, :
N
1)
\ 2 BASIS OF ELEVATION
.
(5]
l.x‘i SPOT ELEVATION AT THE NORTHEAST CORNER OF SECTION
’\\5 17, T8S, R22E, S.L.B.&M. TAKEN FROM THE REDWASH NW,
‘E " QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD.
2% (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
S g DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY.
| — I~ SAID ELEVATION IS MARKED AS BEING 5038 FEET.
_— N (
\ g 183
A N O
~ N % \
o N
4 GLEN BENCH UNIT #8—17 2
~ Elev. Ungraded Ground = 4964’ %
kS ‘ 400} 2
o
® 17
\
=z 1967 Brass Cap . .
w0 S g 8
in e ") © =
° -~
S ™ —
|
- g, SCALE
o
T T — _lu CERTIFICATE
" THIS IS TO CERTIFY THAT THE ABOVE P\AY\WAEl PREPARED FROM
! FIELD NOTES OF ACTUAL SURVEYS NABE BY!ME'OR UNDER MY (
z SUPERVISION AND THAT THE SAM &3 "TRUE " AND " €ORRECH.TO THE
> BEST OF MY KNOWLEDGE AND BEM _:‘ - Clen g
0 =C . - b
L 3 o a s
4 [ y - R
STERED RVEYOR
\ ggsmnomgfﬁms_:
T . UTAH .
NB648'W — TS NS
79.10 (G.L.0.) ) #F‘““D‘:'@"—“‘_‘
“Upy: TE OF S\
Untan ENGINEERING & A/ RONVEYING
85 SOUTH 200 EAST - VERNAL UTAH 84078
(801) 789-1017
LEGEND: SCALE DATE SURVEYED:  |DATE DRAWN:
l_ ] 1" = 1000’ 6-15-95 6—19-95
= 80" SYMBOL PARTY REFERENCES
@ = PROPOSED WELL HEAD. D.A. C.G. C.B.T. G.L.0. PLAT
A = SECTION CORNERS LOCATED oy e
= : WARM CHANDLER & ASSOCIATES, INC.




CHANDLER & ASSOCIATES, INC.
DRILLING PLAN FOR THE
GLEN BENCH UNIT #8-17

DRILLING PLAN:

1. Geological Surface Formation: Uintah

2. Estimated Tops:

Name Top Prod. Phase Anticipated
Green River 2315
Glen Bench Ss 5135 Oil
Wasatch 5475'
3. CASING PROGRAM:
Hole Csg.
Depth Size Size Type Weight
Surface 300" 12-1/4" 8-5/8" K-55 24#/ft (new)
Prod. 5475' 7-7/8" 5-1/2" K-55 15.5#/ft (new)
4. Operator's Specification for Pressure Control Equipment:

A 2,000 psi W.P. Double Gate BOP or Single Gate BOP (Schematic attached).
B. Functional test daily.

C. All casing strings shall be pressure-tested (0.2 psi/foot or 1500 psi, whichever
is greater) prior to drilling the plug after cementing; test pressure shall not
exceed the internal yield pressure of the casing.

D. All ram-type preventers and related control equipment shall be tested at the
rated working pressure of the stack assembly or at 70 percent of the minimum
internal yield pressure of the casing, whichever is less. Tests shall be done at
the time of installation, prior to drilling out, and weekly All tests shall be for
a period of 15 minutes.
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Chandler & Asssociates, Inc.
Glen Bench Unit #8-17

5. Auxiliary Equipment:

Kelly Cock - yes.
Float at the bit - no.
Monitoring equipment on the mud system - visually.

Full opening safety valve on rig floor - yes.

o o w »

Rotating head - no.

=

The blooie line shall be a least 6" in diameter and extend at least 100' from the
wellbore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when
drilling below 500").

H. Compressor shall be tied directly to the blooie line through a manifold.

I A mistor with a continuous stream of water shall be installed near the end of
the blooie lines for dust suppression.

6. Proposed Circulating Medium:

Density
Depth _Mud Type (Ib./gal) Viscosity Water Loss

0'-5000' Fresh Water 8.4 30 No Control
5000-TD Chem Gel 8.8 30-35 10ccorless

7. Testing, Logging, and Coring Program:
A Cores - None anticipated.
B. DST - none anticipated.

C. Logging - DIL-GR (TD to base of surface casing).
CNL/Litho Densityl (TD to base of surface casing).
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Chandler & Asssociates, Inc.
Glen Bench Unit #8-17

D. Formation and Completion Interval: Green River interval, final determination
of completion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest as
encountered.

E. Frac gradient - approximately .80 psi/ft.

8. Cementing Program:

Casing Volume Type & Additives

Surface 265 sx Class "G” w/2% CaCl2
1/4#/sk cello seal
(based on 100% access)

Production 760 sx* 460 sx Super “G” followed by 300 sx
Class “G”.

Cement Characteristics:

Class "G" - yeild = 1.18 cu.ft. per. sack
weight = 15.8 Ib./gal
strength = 3200 psi in 72 hrs @ 135 degrees

Super “G” - yeild = 2.76 cu.ft. Per. Sack
weight = 11.08 Ib./gal.
Strength = 630 psi in 72 hrs @135 degrees

* Final cement volumes to be calculated from caliper log with an attempt to be made
to circulate cement to the surface. A bond log will be run across the zone of interest
and across zones as required by the authorized officer to insure protection of natural
resources.
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Chandler & Asssociates, Inc.
Glen Bench Unit #8-17

9. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards:

No abnormal temperatures or pressures are anticipated. No H,S has been encountered
in or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 1,600 psi
(calculated at 0.311 psi/ft) and maximum anticipated surface pressure equals
approximately 470 psi (bottom hole pressure minus the pressure of a partially
evacuated hole calculated at 0.22 psi/ft).
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II. SURFACE USE PLAN
CHANDLER & ASSOCIATES, INC.
GLEN BENCH UNIT #8-17

Existing Road:

A

Topo Map "A" is the vicinity map, showing the access routes from Vernal,
Utah.

Topo Map "B" shows the proposed access road to each individual well. It
also shows existing roads in the immediate area.

The existing and proposed access road, unless otherwise stated, shall be
crowned, ditched, and dipped from the nearest improved road.

Occasional maintenance blading and storm repairs will keep roads in good
condition.

There shall be no mud blading on the access road. Vehicles may be towed
through the mud provided they stay on the roadway.

Planned Access Roads:

The proposed access road, will be crowned, ditched, and dipped.

A

B.

Maximum grade will be 8% or less, unless otherwise stated.
No turnouts will be required.

Low water crossings to be placed in Proposed Access road during drilling
process and culverts may be installed at a later date.

Road surface material will be that native to the area.



Chandler & Associates, Inc.

Glen Bench Unit #8-17
E. No cattleguard will be required.
F.  The proposed access road was flagged at the time the location was staked.
G. The area authorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.
H. The backslopes of the proposed access roads will be no steeper than vertical

or 1/4:1 in rock; and 2:1, elsewhere.

The operator or his contractor will notify the B.L.M. office at least 48 hours
prior to commencement of any work on these locations, roadways, or
pipelines.

3. Location of Existing Wells:

See Topo Map “C”

4. Location of Existing and/or Proposed Facilities:

A

All Petroleum Production Facilities are to be contained within the proposed
location sites.

In the event that production of these wells is established, the following will be
shown:

1. Proposed location and attendant lines, by flagging, if off well pad.
2. Dimensions of facilities.

3. Construction methods and materials.
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Chandler & Associates, Inc.
Glen Bench Unit #8-17

H.

The area used to contain the proposed production facilities will be built using
native materials. If these materials are not acceptable, then other
arrangements will be made to acquire them from private sources. These
facilities will be constructed using bulldozers, graders, and workman crews to
construct and place the proposed facilities.

All permanent facilities placed on the locations shall be painted a non-
reflective color which will blend with the natural environment.

A dike shall be constructed around the tank battery, of sufficient capacity to
adequately contain at least 110 percent of the storage capacity of the largest
tank within the dike.

All buried pipelines shall be covered to a depth of 3 feet except at road
crossings where they shall be covered to a depth of 4 feet.

Construction width of the right-of way/pipeline route shall be restricted to 30
feet of disturbance.

Pipeline location warning signs shall be installed within 90 days upon
completion of construction.

5. Location and Type of Water Supply:

Any water to be used for the drilling of this well will be from a local trucking
company and transported by truck along the access roads which are shown on the
attached topo maps.

No water wells are to be drilled.
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Chandler & Associates, Inc.
Glen Bench Unit #8-17

6. Source of Construction Materials:

A

No construction materials are needed for drilling operations. In the event of
production, the small amount of gravel needed for facilities will be hauled in
by truck from a local gravel pit over existing access roads from the area. No
special access other than for drilling operations and pipeline construction is
needed.

All access roads crossing B.LM. Land are described under item #2 and
shown on Map #B. A Portion of the Access Road will be located on State
Trust Lands and the Right-of-way has been applied for.

All Construction material for these location sites and access roads shall be
borrow material accumulated during the construction of the location sites and
access roads. No additional construction material from other sources is
anticipated at this time, but if it is required, the appropriate actions will be
taken to acquire it from private sources.

All well pad surface disturbance area is on B.L. M. lands

7. Methods for Handling Waste Disposal:

A

B.

Drill cuttings will be buried in the reserve pit when covered.

Drilling fluids will be contained in the reserve pit.

Any hydrocarbon liquids produced while production testing will be contained
in a test tank. Any unavoidable spills of oil or other adverse substances or
materials will be removed immediately during drilling progress or during

completion operations.

Portable chemical toilets will be provided and serviced by a local commercial
sanitary service.

Page 4



Chandler & Associates, Inc.
Glen Bench Unit #8-17

Garbage and trash will be collected in a trash cage and its contents hauled to
a sanitary landfill.

All wastes caused by the construction activities shall be promptly removed and
disposed of in a sanitary landfill or as directed by the authorized officer.

Prior to commencement of drilling, the reserve pit will be fenced on three
sides using 39-inch net wire with at least one (1) strand of barbed wire. All
wire is to be stretched before attaching to corner posts. When drilling
activities are completed it will be fenced on the fourth side and allowed to dry
(if liquids are present). After drying, the fences will be removed and the pit
shall be buried. Reclamation will be undertaken no later than the fall of the
year after all drilling activity has ceased.

8. Ancillary Facilities:

No air strips, camps, or other living facilities will be built off the location. Housing
and office trailers will be on the location as seen on the location layout.

9. Well Site Layout:

A.

B.

See attached cutsheet.

The areas autorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.

The authorized officer will determine after the location is constructed whether
the pit is to be lined, and if so, the type of material to be used.

Topsoil shall be stripped to a depth of 4 to 6 inches and stockpiled as shown
on the location layout plat.

The backslopes of the locations will be no steeper than vertical or 1/4:1 in
rock, and 2:1 elsewhere.
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Chandler & Associates, Inc.
Glen Bench Unit #8-17

G.

The upper edges of all cut banks on the access roads and well pads will be
rounded.

Catchment ponds to be placed as required to intercept drainage re-routes.

10. Plans for Restoration:

A

Immediately upon completion, the location and surrounding area will be
cleared of all debris, materials, trash and junk not required for production.

Before any dirt work to restore the location takes place, the reserve pit must
be completely dry. The reserve pit will be reclaimed within 90 days from the
date of well completion.

The area officer shall be notified at least 48 hours prior to commencing
reclamation work.

All disturbed areas will be seeded with the a mixture which is found suitable
by the BL.M.

The seed bed will be prepared by disking, following the natural contour. Drill
seed on contour at a depth no greater than 1/2 inch. In areas that cannot be
drilled, the seed will be broadcast at double the seeding rate and harrowed
into soil. Certified seed is recommended.

Fall seeding will be completed after September, and prior to prolonged ground
frost.
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Chandler & Associates, Inc.
Glen Bench Unit #8-17

If the well is a producer, access roads will be upgraded and maintained as
necessary to prevent soil erosion, and accommodate year round traffic. Areas
unnecessary to operations will be reshaped, topsoil distributed, and seed
distributed according to the above mixtures. Perennial vegetation must be
established. Additional work shall be required in case of seeding failures, etc.

If the well is abandoned or is a dry hole, the access road and location will be
restored to approximate the original contours. During reclamation of the site
the fill material will be pushed into cuts and up over the backslope. No
depressions will be left that would trap water or form ponds. Topsoil will be
distributed evenly over the location and seeded according to the above
mixture. The access road and the location shall be ripped or disked prior to
seeding. Perennial vegetation must be established. Additional work shall be
required in case of seeding failures, etc.

Annual or noxious weeds shall be controlled on all disturbed areas. Method
of control shall be by an approved mechanical method or an Environmental
Protection Agency (EPA) registered herbicide. All herbicide application
proposals must be approved. Application of herbicides must be under direct
field supervision of an EPA certified pesticide applicator.

11. Other Information:

A

The area is used by man for the primary purpose of grazing domestic
livestock.

All activity shall cease when soils or road surfaces become saturated to a
depth of three inches, unless otherwise approved by the Authorized Officer.

If any fossils are discovered during construction, the operator shall cease

construction immediately and notify the Authorized Officer so as to determine
the significance of the discovery.

A Class III cultural resource inventory shall be completed prior to disturbance
by a qualified professional Archaeologist.

Page 7



Chandler & Associates, Inc.
Glen Bench Unit #8-17

C. The B.L M. considers the development of groundwater resources to be
necessary and frequently indispensable to effective land management.
Therefore, any groundwater intercepted by the party conducting mineral
exploration shall be reported to the authorized officer immediately including
approximate quantities and a sample in a sealed quart container. The B.L.M.
shall have the first opportunity to file State water rights for the intercepted
groundwater. The undersigned may file for water rights only with a written
waiver from the State.

D. The operator is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution
for knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop
work that might further disturb such materials and contact the authorized
officer (AO). Within five working days the AO will inform the operator as to:

whether the materials appear eligible for the National Register of Historic
Places;

the mitigation measures the operator will likely have to undertake before the
site can be used (assuming in situ preservation is not necessary), and a
timeframe for the AO to complete an expedited review under 36 CFR 800-11
to confirm, through the State Historic Preservation Officer, that the findings
of the AO are correct and that mitigation is appropriate.

Page 8



Chandler & Associates, Inc.
Glen Bench Unit #8-17

If the operator wishes, at any time, to relocate activities to avoid the expense
of mitigation and/or delays associated with this process, the AO will assume
responsibility for whatever recordation and stabilization of the exposed
materials may be required. Otherwise, the operator will be responsible for
mitigation costs. The AO will provide technical and procedural guidelines for
the conduct of mitigation. Upon verification from the AQ that the required
mitigation has been completed, an operator will then be allowed to resume
construction.

E. Less than 10,000 pounds of any chemical(s) from EPA's Consolidated list of

Chemicals Subject to Reporting Under Title IIT of the Superfund Amendments
and Reauthorization Act (SARA) of 1986, and less than threshold planning

quantity (TPQ) of any extremely hazardous substances(s), as defined in 40
CFR, would be used, produced, transported, stored, disposed, or associated
with the proposed action.

12. Lessee's or Operator's Representative:

Mr. Don Johnson

Manager Operations/Production
Chandler & Associates, Inc.

475 Seventeenth Street

Suite 1000

Denver, Colorado 80202
Telephone #(303)295-0400
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Chandler & Associates, Inc.
Glen Bench Unit #8-17

13. Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite(s) and access route(s); that I am familiar with the conditions which
presently exist; that the statements made in this plan are, to the best of my knowledge,
true and correct; and, that the work associated with the operations proposed herein
will be performed by Chandler & Associates, Inc., and its contractors and
subcontractors in conformity with the plan and the terms and conditions under which
it is approved.

This statement is subject to the provision of 18 U.S.C. 1001 for the filing of a false
statement.

7-13-% /7“%6-7[% %x—/

Date Robert L. Kay
Agent
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CHANDLER & ASSOCIATES, INC.
LOCATION LAYOUT FOR
GLEN BENCH UNIT #8-17
SECTION 17, T8S, R22E, S.L.B.&M.
2400" FNL 400’ FEL
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UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 Kast * Vernal, Utah 84078 * (801) 7891017




CHANDLER & ASSOCIATES, INC.

TYPICAL CROSS SECTIONS FOR

Q , GLEN BENCH UNIT #8-17

p| X oecton SECTION 17, T8S, R22E, S.L.B.&M.

- 2400" FNL 400" FEL

= L 3% 125 |
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—

APPROXIMATE YARDAGES

EXCESS MATERIAL AFTER

(6") Topsoil Stripping = 1,070 Cu. Yds. 5% COMPACTION = 4,550 Cu. Yds.

.. . _ Topsoil & Pit Backfill = 1,700 Cu. Yds.
Remaining Location = 5370 Cu. Yds. (1/2 Pit Vol.)

TOTAL CUT = 6,380 CU.YDS. EXCESS UNBALANCE = 2,850 Cu. Yds.

(After Rehabilitation)
FILL = [,740 CU.YDS.

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (801) 7891017
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i WORKSHEET ~

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/19/95 T API NO. ASSIGNED: 43-047-32718

WELL NAME: GLEN BENCH 8-17
OPERATOR: CHANDLER & ASSOCIATES (N3320)

PROPOSED LOCATION: INSPECT LOCATION BY: /] /
SENE 17 - T08S - R22E

SURFACE: 2400-FNL-0400-FEL TECH REVIEW|Initials Date
BOTTOM: 2400-FNL-0400-FEL

UINTAH COUNTY Engineering

WONTSIS-WONTSIS VALLEY FIELD (710)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 65276 Surface
GRRY
PROPOSED PRODUCING FORMATION: WSk
RECEIVED AND/OR REVIEWED: LOCATION AND SITING: ﬂ/?kOVFﬂ
¥ plat r _/ R649-2-3. Unit: flen BEweH .
Bond: Federal[q State[] Fee[] u
— (Number 124210364 ) ____ R649-3-2. General. UTU 739 74% €£F Aual
Potash (Y/N)
N 0il shale (Y¥/N) ____ R649-3-3. Exception.
v/ Water permit
(Number ) ____Drilling Unit.
| RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:: /Lua‘rﬂz PEAmiT No. Wit Bg Sullelbld sy
SusdAY No T E Pricd To sluld

STIPULATIONS:




GLEN BENCH ENHANGED
- Uintah County, Uta
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STATE OF UTAH

Operator: CHANDLER & ASSOCIATES | Well Name: GLEN BENCH 8-17

Project ID: 43-047-32718 | Location: S8EC. 17 - TO088 - R22E

si arameters: Design Factors:
Mud weight ¢ 8.80 ppg) : 0.457 psi/ft Collapse 1.125
shut in surface pressure 2206 psi Burst 1.00
Internal gradient (burst) : 0.054 psi/ft 8 Round 1.80 ()
Annular gradient (burst) : 0.000 psi/ft Buttress 1.60 (I
Tensile load is determined using buoyed weight Other 1.50 ()
Service rating is “Sweet" Body Yield 1.50 (B)
Length Size Weight  Grade Joint Depth Drift Cost
(feet) (in.) (1lb/ft) (feet) (in.)
1 5,475 5.500 15.50 K-55 ST&C 5,475 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2503 4040 1.614 2503 4810 1.92 73.44 222 3.02 J

MATTHEWS, Salt Lake City, UT
07-27-1995

Prepared by
Date
Remarks
Minimum segment length for the 5,475 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas
temperature of 101°F (Surface 74°F , BHT 129°F & temp. gradient 1.000°/100 ft.)
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and
2,503 psi, respectively.

The design factors used in this casing string design are as shown above. As a general guide-
line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (version 1.06)

NOTE:
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING
CEMENTING OPERATIONS

WELL NAME: GLEN BENCH STATE 8-17 API NO: 43-047-32718

UTR/QTR: _SE/NE SECTION: __ 17 TOWNSHIP:_8S RANGE: _ 22E

COMPANY NAME:_CHANDLER & ASSOC. COMPANY MAN_DARRYL KNOPP

INSPECTOR:_DAVID HACKFORD DATE: _9/1/95

CASING INFORMATION: SURFACE CASING:_YES

SIZE _8 5/8 GRADE: J55 24LB. HOLE S1Z2E:_12 1/4 DEPTH:_300’

PIPE CENTRALIZED: YES (FOUR)

CEMENTING COMPANY: B. J. SERVICES

CEMENTING STAGES:__ ONE

SLURRY INFORMATION:

1.CLASS: G ADDITIVES: 2 X CACL. 1/4 LB PER SX
CELLOSEAL.

LEAD :__230 SX TAIL: NA

2. SLURRY WEIGHT LBS. PER GALLON:

LEAD: __15.8 TAIL: NA

3. WATER (GAL/SX)

LEAD: 4. 96 TAIL: NA
CEMENT TO SURFACE:__YES LOST RETURNS:_NO
1 INCH INFORMATION: WEIGHT: NA CEMENT TO SURFACE:
FEET: SX: CLASS: CACLY%: RETURNS:

ADDITIONAL COMMENTS:_100% EXCESS PUMPED. PPROX. 1 1/2 BARRE
OF _WATER WAS ACCIDENTLY PUMPED BEFORE PLUG RELEASED FROM CEMENT
PLUG WAS PUMPED TO TOP OF SHOE JOINT AND PUMPING STOPPED

HEAD. . oHOE JOINT ARND PFURPING SIOFPPRD

SO WATER WOULD REMAIN INSIDE OF CASING.




! DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
Michael O. Leavitt 3 Triad C © e. P
Governor [ enter, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director J| 801-538-5340
James W. Carter || 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

@ 'Staté of Utah

July 27, 1995

Chandler & Associates, Inc.
475 17th Street, Suite 1000
Denver, Colorado 80202

Re: Glen Bench #8-17 Well, 2400’ FNL, 400’ FEL, SE NE, Sec. 17, T. 8S..R.22E.,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-32718.

Sincerely,

R. T Firth
Associate Director

ldc
Enclosures
cc:  Uintah County Assessor
Bureau of Land Management, Vernal District Office

WAPD




Operator: Chandler & Associates, Inc.

Well Name & Number: Glen Bench #8-17

API Number: 43-047-32718

Lease: Federal U-65276

Location: SENE _ Sec. 17 T. 88S., R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq,, the Oil and

Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational actions.
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_ SUBMIT IN TRI} ATE* g:m approved.
(Dece - . .{Qther instructions on dget Bureau No. 10040136
mb.er 1990) UNITED STATES L h o éfz'ef”nt\fdl:)? ‘on‘} o Expires: Decem:er 31, 1901
. DEPARTMENT OF THE INTERl‘o o ' ! J ‘5 LEASE DBSIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT i 1 p-65276
APPLICATION FOR PERMIT TO DRILL QR BEEPENPUD | © ¥ momn s or s s
ia. TYPE OF WORK ! L . B - N/A
DR“.L K] DEEPEN D I 7. UNIT AGREEMENT NAMS
b. TYPE OF WELL Glen Bench
WELL WrLL OTHER :‘x)r:‘o‘u :t;JNL: tPLE D 8. FARM OR LEASENAME WBLL NO.
2. NAME OF OPERATOR Glen Bench
Chandler & Associates, Inc. 9. AnwaLLNO.
3. ADORESS AND TELEFHONE NO. (303) 295-0400 #8-17
475 Seventeenth St., Suite 1000 Denver, CO 80202 10. FIELD AND POOL, OR WILDCAT
4. zCArlgu OF WELL (Report location clearly and in accordance with any State requirements.*) Glen Bench
puriace 11. ssC,, T., R., M., OR BLK.
2400' FNL 400' FEL Anp"sUAYEY Gn anma
At proposed prod. sone Sec. 17,T8S,R22E,S.L.B. & M.
A7 - 09 7-28 718 155, RS
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICR® 12. COUNTY OR PARISE | 13. STATE
See Topo Map "A" Uintah Utah
15. DISTANCE FROM PROPUSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED
Lotz T Lases s, e 400" 600 T 40
(Also to nearest drig. unit line, if any)
18. DISTANCE FROM PROTOSED LOCATION® 19. PROPOSLD DEPTH 20. ROTARY OR CABLE TOOLS
Io SeinEsr WeLL DMLLUG STTR 2000 5475 Rotary

21, BLEVATIONS (Show whether DF, RT, GR, ete.)

22. APPROX. DATT WOAK WILL START®

4964' GR A.S.A.P.
% PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE ORADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMBNT
12 1/2" 8 5/8" 24 300’ (See Attached Drilling Plan)
7 7/8" 5 1/2" 15.5# 5475 (See Attached Drilling Plan)
1. M.I.R.U. 4 e
2. Drill to T.D. 5475' JUL 161995
3. Run 5 1/2" casing if commercial production is indicated.
4., If Dry Hole, Well will be plugged and abandoned as instructed by
the B.L.M.
5. Well will be drilled with fresh water to 5000', then Chem Gel Mud

to T.D. Mud will be in place to run 5 1/2" casing.

I hereby certify that I am responsible by the terms and conditions of the

Lease to conduct Lease Operations.

Bond Coverage pursuant to 43 CFR 3104

for Lease Activities is being provided by Chandler & Associates, Inc.,

B.L.M. Bond #124290364 with CNA.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. 1f proposat is to drill or

deepen directionally,

give pertinent data on subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

TITLE

Agent for Chandler

g July 13, 1995

a—

(This space for Federal or State office use)

e o NOTICE OF APPROVAL

Appliudonnpprwaldoqsu:w-mtorwﬂfythﬂﬂ)e
CONDITIONS OF APPROVAL, IF ANY: )

APPROVAL DATE

ASSISTANT DISTRICT
MINER?!S

OVED TTLE

CONDITIONS OF APPROVAL ATTACHED

TO OPERATOR'S COPY

applicant holds legal or equitable title to tircse rights inﬂsnbjedlmwh’chwuﬂdenﬁﬂemeqplimwmw«lﬂm

AUG1 4 13%

DATE

*See Instrwetions On Reverse Side

(e

United States any false, fictitious or fraudulent statements or representations as

. . cu/??on ﬁ;l ;t a crime for any ”mn k”'in'ly .nd Wi fu! y to make to an department or .‘ency [+)

to any matter within its jurisdiction.



COA'’s Page 1 of 10
Well: Glen Bench 8-17

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Chandler & Associates, Inc.

Well Name & Number: _Glen Bench 8-17

API Number: 43-047-32718

Lease Number: U-65276

Location: SENE Sec. 17 T.8S R.22E

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of location and
access roads.

Location Construction

Location Completion

prior to moving on the drilling rig.
Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related

at least twenty-four (24) hours prior to initiating pressure tests.

Equipment Tests
First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use Program.
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Well: Glen Bench 8-17

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A.

1.

DRILLING PROGRAM

Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expec ed to-
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell (801) 781-4493 of this
office. Copies of State of Utah form OGC-8-X are acceptable. If noticeable water flows are
detected, submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite) |
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.
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Well: Glen Bench 8-17

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the
Moderately Saline Water, identified at + 2,729 ft. If gilsonite is encountered while drilling,
it shall be isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to + 2,436 ft. and
shall be utilized to determine the bond quality for the production casing. Submit a field copy
of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.
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Well: Glen Bench 8-17

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (. 4).
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No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment” Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

Other Information
All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas-
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed. "

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-

10)(5) ).
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APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine  (801) 781-4410
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EPA’S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers
- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous solids.
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CONDITIONS OF APPROVAL
SURFACE USE PROGRAM

Planned Access Roads
All travel will be confined to existing access road rights-of-way.

Access roads and surface disturbing activities will conform to standards outlined in the
Bureau of Land Management and Forest Service publication: Surface Operating Standards
for Oil and Gas Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards of the anticipated traffic flow
and all-weather road requirements. Construction/upgrading shall include ditching, draining,
graveling, crowning, and capping the roadbed as necessary to provide a well constructed
safe road. Prior to upgrading, the road shall be cleared of any snow cover and allowed to
dry completely. Traveling off the 30 foot right-of-way will not be aliowed. Road drainage
crossings shall be of the typical dry creek drainage crossing type. Crossings shall be
designed so they will not cause siltation or accumulation of debris in the drainage crossing
nor shall the drainages be blocked by the roadbed. Erosion of drainage ditches by runoff
water shall be prevented by diverting water off at frequent intervals by means of cutouts.
Upgrading shall not be allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

A Sundry Notice will be filed listing the name of the trucking company and giving the
number of their approved permit and source for the water prior to approval of this APD.

Methods for Handling Waste Disposal

*Burning will not be allowed. All trash must be contained in a trash cage and hauled away
to an approved disposal site at the completion of the drilling activities.

On BLM administered lands:
The reserve pit shall be constructed so as not to leak, break, or allow discharge.

“If a plastic nylon reinforced liner is used, it will be a minimum of 12 mil thickness with
sufficient bedding (either straw or dirt) to cover any rocks. The liner will overlap the pit
walls and be covered with dirt and/or rocks to hoid it in place. No trash, scrap pipe, etc.,
that could puncture the liner will be disposed of in the pit. More stringent protective
requirements may be deemed necessary by the A.O."

After first production, produced waste water will be confined to the reserve pit or storage
tank for a period not to exceed ninety (80) days. During the 90 day period, in accordance
with Onshore Order No. 7, an application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted for the AO’s approval.
Failure to file an application within the time allowed will be considered an incident of
noncompliance.
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Well Site Layout

Fencing Requirements

Al pits will be fenced according to the following minimum standards:

a.

39-inch net wire shall be used with at least one strand of barbed wire on top of the net wire
(barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire fence).

The net wire shall be no more than 2-inches above the ground. The barbed wire shall be
3-inches above the net wire. Total height of the fence shall be at least 42-inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight
at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

Surface Ownership:
Access Road: Public Lands Administered by the BLM

Location: Public Lands Administered by the BLM

Qther Additional Information

The operator will control noxious weeds along rights-of-way for roads, pipelines,
well sites, or other applicable facilities. A list of noxious weeds may be obtained
from the BLM, or the appropriate County Extension Office. On BLM administered -
land it is required that a Pesticide Use Proposal shall be submitted, and given
approval, prior to the application of herbicides or other pesticides or possible
hazardous chemicals.

Drilling rigs and/or equipment used during drilling operations on this wellsite will
not be stacked or stored on Federal Lands after the conclusion of drilling
operations or at any other time without BLM authorization. However, if BLM
authorization is obtained, it is only a temporary measure to allow time to make
arrangements for permanent storage on commercial facilities. (The BLM does not
seek to compete with private industry. There are commercial facilities available for
stacking and storing drilling rigs.)

Additional Surface Stipulations

When the reserve pit is constructed, it shall be constructed so as not to leak, break, or allow
discharge. If soils encountered are too sandy. the pit will lined with a liner of at least 12 mil

thickness to conserve water and drilling fluids. Otherwise, the pit will be_inspected and a
determination whether or not a liner is required will be made.



COA’s Page 10 of 10
Well: Glen Bench 8-17

A muffler shall be installed on the pumping unit to cut down on noises originating from the Well thét
could inhibit possible use of the area by birds of prey.

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws, regulations, Onshore Ol and Gas Orders, the approved plan of operations,
and any applicable Notice to Lessees. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure
compliance. ‘

A complete copy of the approved APD and ROW grant, if applicable, shall be on location during
construction of the location and drilling activities.

The operator or his/her contractor shall contact the BLM Office at (801) 781-4400 forty-eight (48)
hours prior to construction activities.

The BLM Office shall be notified upon site completion prior to moving on the drilling rig.



| fomstens UNITED STATES - Form Approved
Desamber 1008 DEPARTMENT OF INTERIOR Budget Bureau No. 1004-8135
BUREAU OF LAND MANAGEMENT
5. Lease Designation and Serial No.
U-85276
SUNDRY NOTICES AND REPORTS ON WELLS
6. K indien, Aliotte or Tribe Neme
Do not use this form for proposals 4o drill or to despen o resntry 10 a different reservor.
Use "APPLICATION FOR PERMIT-" for such proposals. N/A
T TIDUICATE T A | or Designation
SUBMIT IN TRIPLICATE LT‘G""?sg;“Aﬂm"
&dewo. GAS OTHER
WELL X WELL - 8. Weil Name and No.
2. Name of Operafor Yol BAulla) JTF”" g
CHANDLER & ASSOCIATES, INC.. e, crRT Sten Bench tnt £-17
3. Address and Telephone No. L3 ol/P-3
475 17th Street, Suite #1000 /3 77 7 7/5/
Denver, CO 80202 (303) 285-0400 10. Fieid and Pool, or Exploralory Area
4. Location of Well (Footage, Sec., T.R.M., or Survey Desoription) Glen Bench

2400 FNL, 400°FEL (SE NE), Sec. 17, T.8S., R22E.
11. Counly or Parish, Siale

Uintah, Utah
| 12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
S Notics of intent 3 avendonment ] cirange of piane
] subsequent Report 7 Recompiesion ] new conesucion
Final Abanconment Notice 3 pugging Back L] Non-Routine Fracturing
] Casing Reparr L3 water smton
ANering Casing [__] Conversion 10 injection
Other __Waler Source
MwdeMmWMaw
_Report and Log form.)

13. WWNWW(M“dWMﬂmmm.MM“meWM Hwellls
directionally drilled give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Chandler and Assoclates, inc. proposes to utilize water produced from the approved water source weil, WRU #31-4 for the
drilling operations of the Glen Bench Unit #8-17. Water would be supplied through the new 3" poly flow line instalied to supply
water to the injection facility. Water from this line would be diverted by means of valves at the frost box installed for the flow
line, through surface piping to be laid along the existing road way to the well site and into the reserve pit and water tanks.

Utah Division of N R S
Oll, Gas and Mining T
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APPROXIMATE' SOURC'E' PIPE'LINE' DISTANCE' = 8, 600 £,
APPROXIMATE WATER INJECTION LINE DISTANCE = 11,949 =

" TOPOGRAPHIC MAP" CHANDLER & ASSOCIATES, INC.
GLEN BENCH WATER INJECTION PROJECT
LEGEND: SECTIONS 9, 16, 17, & 20, T8S, T22E, S.L.B.&M.
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company:_ CHANDLER & ASSOCIATES
Well Name:___ GLEN BENCH 8-17

Api No.__43-047-32718

Section 17 Township 8S Range__22E County_ UINTAH
Drilling Contractor CHANDLER
Rig # 7

SPUDDED: Date_ 8/29/95

Time_12:00 NOON

How__ DRY HOLE

Drilling will commence

Reported by JIM SYMINGTON

Telephone #_1-801-823-5178

Date: 8/28/95 Signed: MKH




Srorm 31604 : o Form approved.

(lidvember 1983) > Budget Bureau No. 1004--01
UNITE=> STATES SUBMIT IN DUPLICATE | poolel Bredt bo 1oas 7

(lonnorly 9=330) (\--q nllwrw
DEPARTMENT OF THE lNIE.RLQR> s . "—'i‘.';\‘;"';"",'”:'lg',' " R URASE DESIUNATION AND SERIAL NO.
BUREAUOFLANDNMNAGEM%TF\\ W e u \/ " |} Federal U-65267
WELL COMPLETION OR RECOMPLETION / G o T
1a. TYPE OF WELL: otl, GAR = = Q
WELL WELL DRY ,&,t 7. ”(‘;‘1 M-uu:;r.m ml\;nU
b TY : . en Benc it
l::wor COMN:\E::!KON pEEP- D rive niFr. ' g — ~ ot
WELL vER EN nACK BENVR. — . : &, FARM R LEASE NAME .
2. NAME OF OFERATOR ‘DWW LA e —| - Glen Bench Unit
Chandler & Associates, Inc. T wELL Yo
3. ANDRESS OF UPERATOR 8-17
475 17th ST, ste. 1000 Denver, CO 80202 10. FIELD AND FOOL, OR WILDCAT
4. LOCATION OF WELL (Report locahon cicariy ond in accordance with any Statc requircments)® Glen Bench
At surface - ¢
(2 4 0 0 ] FNL & 4 0 0 ] FEL) SENE 11, g:( xn'l;:..‘n.. M., ON DLOCK AND SURVEY
At top prod. interval reported below ~A\& h ' L] rp 'n? i
ot total depth Same ‘J&j.“ iL/k.l! NTRYS Section 17-T85-R22E
Same 14. PERMIT NO. DATE ISSUED 12. COUNTY on 13. 8TATE
43-047-32718 | 08-14-95 Uintah Utah
135. pATE SrtobED 16. DATE T.D. REACHED | 17. DATE COMTL. (Ready to prod,) 18. ELEVATIONS (DP, RKB, RT, GR, ETC.)* | 19. ELEV. CASINGHEAD
08-31-95 09-08-95 NA Q401¥§?&k 4964' GL 4975' KB | —=——=—-
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22, 1r .\SI‘I.TT\!‘I..E COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
5550" NA HOW MANT® a1 DRILLED BY 0-TD ‘ ______

4. PRODUCING INTERVAL(S), OF THIS COMI'LETION——TOP, BOTTOM, NAME (MD AND TVD)® 25. WaAS DIRECTIONAL

SURVEY MADE

NA l No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
—
DIZFL/GR; CNL=CDL/GR 9-/8 95 No
28. CASING RECORD (Report all atrings set in well)
CABING SIIE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED
8 5/8 24 342 12 1/4 230 SX. Class 'G' | —=—-=-
29. LINER RECORD 30. TUBING RECORD
81zt TOP (MD) BOTTOM {MD) SACKS CEMENT® SCREEN (MD) SI12E DEPTH BET (MD) PACKER SET (MD)
31. PERFORATION RECORD (/nterval, sizc and numbder) 32. ACID, SHOT. FRACTURE, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
a3.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping-——size and type of pump) wn;‘l. a'u')rus (P{oducing or
shut-in

Pef

DATE OF TEST HOURS TESTED CHOKE SIIE PROD'N. FOR 01L—BBL. GAS——ACF, WATER—BBL. GAS-OIL RATIO
TEST PERIOD
A | |
FLOW. TUBING PRESS. | CASING PRESSURL | CALCULATED 011.-—BBl.. GAS—MCT. WATLR—-BBL. 0IL GRAVITY-API (CORR.)
24-A0UR RATE
— | I l
34. DIEPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEAT WITNESSED BY
35. LIST OF ATTACHMENTS
Logs

36. 1 hereby certi d attached information is compiete and correct as determined from all available records

Vice Pres. of Operations -12-95

SI TITLE 1% DATE 09-1 2

- = ".&E;eulxr::;éﬁons and Spaces fcr Additional Data on Reverse Side)

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United Statcs any faise, fictitious or fraudulent statements or representations as to any matter within its junsdiction.
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I THE WESTERN COMPANY
«=7 - < = CEMENTJOB DETAIL SHEET —

VATERIAL — LIST-CS = PHYSICA
TOP SLURR
FUB%N‘:\?;ISED iy . o FOLD | EACH WGTY SI.YL{%RY we;gn p'll'JIMEP SLBl?tI’IRV
. _Y N FLUID PPG FT? HR:MIN WATER
/AN
| SoskS  Premum A Lemenl o+ A% Co* | — 1S£ |[1 149 P i-6|515
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25 &5 = Parmuen £lEarFaZ ape |58 (112 WY .3 2957
Available Mix Water 355 __ Bbl. | Available Displ. Fluid 3¢ __ Bbl. TOTAL )
HOLE TBG-CSG-D.P. TBG-CSG-D.P. COLLAR DEPTHS
SIZE % EXCESS| DEPTH SIZE WGT. TYPE DEPTH SIZE WGT. TYPE DEPTH SHOE FLOAT STAGE

/ -
v Y| — \ss| 4" )y \py lswe| —|— | — |— - |-
LAST CASING PKR-CMT RET-BR PL-LINER PERF. DEPTH TOP CONN WELL FLUID
SIZE WGT TYPE DEPTH BRAND & TYPE [ DEPTH TOP _BTM SIZE THREAD TYPE WGT.
¢ |24 KS5 1977 —e— —_— — = S VFH \Mud

-. CAL. DISPL._VOL-Bbl. CAL. P31 ] cAL MAX PS{OP. MAX | __ MAX TBG PSI MAX CSG PS!_|_ DISPL. FLUID
e J] oee D] cear F| vorm | BUMPPLUG| TOREV | SQ.PS] RATED 0OP. RATED OP. TYPE WGT,
53'3 .2.308 2.( .- S ¥ (o]

S
PIPE_ | ANNULUS TYPE | TESTLINES 727 PSI__ 2000
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PLUG PLUG EQUIP. PUMPED | REVERSED CSG CEMENT CUSTOMER REP.
N — | = |9 K] — — | SsenF /
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DIVISION OF OlL, GAS

REPORT OF WATER ENCOUNT]|

1. Well name and number:

APl number:

Glen Bench #8-17

43-047-32718

2 Well Location: QQ SENE Section _17 Township _85 Range _ 22F County _ UIintah

3. Well operator:

Address:

4. Drilling contractor:

Address:

Chandler & Associates,

Inc.

475 17th ST, ste. 1000

Denver,

CO 80202

Chandler Drilling Company

Phone: _(303) 295-0400

(same as above)

Phone:
5. Water encountered (attach additional pages as needed):
DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)
NA NA NA NA

6. Formation tops:

Green River 2300"
Glen Bench 5122"
Wasatch 5450'

if an analysis has been made of the water encountered, please attach a copy of the report to this form.

1 hereby certify that this repo

Name & Signature;

sy

is true and complete to the best of my knowledge.

Date: Sept. 12, '95

Title: Vice Pres. of Operations

<M.

Johnson

& Production



SIATE OF utai . ZZ
DIVISION OF 011, GAS AND MINIMG OPERATOR Chandler & Associates, InC. OPERATOR ACCT. no. M 20

ENTITY ACTION FORM - Foru 6 aooress 275 17th ST, ste. 1000
Denver, CO 80202

ACTION | CURRENT NEW APL HUMBER WELL NAME WELL LOCATIO SPUD EFFECTIVE
CODE |ENTITY MO.[EMTITY NO. QQ SC TP RG COUNTY DATE DATE

/]:E ﬂqoﬂq /Z_Z/_g 43—047-327]1{8 Glen Bench #8-17 SENH 17 |85 |22E | Uintah 08-31-9508-31-9

WELL | COMMENTS: E’?/”Zy Q&/péﬂ/ ?//7/ 75 %@

%2}

WELL 2 COMHENTS:

WELL 3 COMMENTS:

WELL 4 COMMENTS:

WELL 5 COMMENNS:

/
ACTION CODES (See instructions on back of form) S /1 i
A - Establish new entity for new well {single well onlr) C7N e T e ,.{,.4_//, Vo i 7Y
8 - Add new well tofexisting eli\tlt{y (grm‘:p o: unitt;\uel ) ot *fiu i TR o ghathire
C - Re-assiyn well from one existing entity to another existing gn) by 7 L~ T ‘ . .
D - Re-assign well from one existing entity to a new entity 1 LT Vice Pres. Operations 9-12-9!
£ - Other (explain in comments section) ) F‘du SEP Title Date
HOVE: Use COMMENT section to explain why each Action Code was selected. ‘ 18 1995 : “‘;;" Phone No. ‘303) 295-0400
(3789) Patia ,,-.m%lh T e
L 0
N“-p -



"Form 9 STATE OF UTAH ~
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Namber

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals o drill new wells, deepen existing wells, of fo reenter plugged and abandoned wells. 8. Unit or Communitization Agreement
Use APPLICATION FOR PERMIT — for such proposals

1.  Type of Well 9. Well Name and Number
wel Wel [£] Other (specity
2. Name of Operator : 10. APl Weli Number
Shenandoah Energy Inc.
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
475 17th Street, Suite #1000 Denver, Colorado 80202 303-295-0400
§5.  Location of Well
Footage : Please see attached spreadsheet County :
% ____State —
12, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

[] Abandonment ] New construction [] Abandonment « [] New Construction
: Casing Repair D Pull or Alter Casing D Casing Repair D Pull or Alter Casing
[] changeof Plans [] Recompletion [] change of Plans 1 shootor Acidize

Conversion to Injection [] shootor Acidize [] conversiontoinjection  [__] VentorFiare

Fracture Treat [] ventorFiare [] Fracture Treat [ water shutoff
[] uttiple Compietion ] water shut-orf [x] other Change of Operator

[] other

Approximate Date Work Will Start

Date of Work Completion

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification r .

e T e
13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. if well is directionally drilled, give subsurface
focations and measured and true vertical depths for aill markers and Zones pertinent to this work.)

Please be advised that effective 1/1/200 Chandler & Associates, Inc has changed its name to Shenandoah Energy Inc.
Shenandoah Energy Inc. is responsible under the terms and conditions of the lease for the operation conducted

upon the leased lands.
Shenandoah Energy Inc. is bonded in the amount of $80,000.00 to the School and Inst. Trust Lands via a name change rider

filed with the State. Continential Casualty Bond # 159261960.

14. | hereby certify that the foregoing is true and correct.
Title Production Geologist Date. 05/25/2000

Name & Signature’ Thomas D. Taylor
e ————
(State Use Only)
T B 5 AP
F&EAILLG QV [ S

- DIVISION OF
OIL, GAS AND MIN:™!T



AP #

43-047-15090-00
43-047-15081-00
43-047-15084-00
43-047-15087-00
43-047-31354-00
43-047-31399-00
43-047-32052-00
43-013-32088-00
43-013-32057-00
43-013-31888-00
43-013-32084-00
43-047-33163-00

ENTITY WELL NAME .

04915
04915
04915
04915
05170
09915
11468
12497
12497
12497
12497

WRU
WRU
WRU
WRU
WRU
WRU

DESERT SPRINGS FED.
W. DESERT SPRING

W. RIVER BEND
W. RIVER BEND
WILKIN RIDGE
DESERT SPRING

SHENANDOAH ENERGY INC.

UTAH OPERATED WELLS
WELL # LOCATION FIELD NAME

#31-4 SWSE 4, 85-22E WHITE RIVER
#16-9 SWSE 9, 85-22E WHITE RIVER
#20-9 NESW 8, 85-22E WHITE RIVER
#25-9 NENE 9, 8S-22E WHITE RIVER
#43-16 NENW 16, 8S-22E WHITE RIVER
#45-16 NENE 16, 8S-22E WHITE RIVER
#20-1 NESW 20, 10S-18E = WILDCAT
#11-20 NESW 20, 10S-17E  WILDCAT
#16-17-10-17 SESE 17,10S-17E ~ WILDCAT
#3-12-10-15 NENW 12, 10S-1SE  WILDCAT
#13-23 SWSW 23, 10S-16E  WILDCAT

#7-30-10-18  SWNE 30, T10S-R18E APD

PROD. ZONE FORMATION

GRRV
GRRV
GRRV
GRRV

GRRV -

GRRV
WSTC
GRRV
GRRV
WSTC
WSTC

. GREENRIVER
GREENRIVER
GREENRIVER
GREENRIVER
GREENRIVER
GREENRIVER
GREEN RIVER
WASATCH
GREEN RIVER
GREEN RIVER
GREEN RIVER

WELL TYPE AGREEMENT
wWsw 8910035080

ow
ow
ow
ow
ow
ow
ow
ow
ow
ow

891003508D
89100350SD
8910035080

Ko 24 e "«;{‘ v ‘;._ PEE RN
RV | e § b .
l'_.anULl V._____‘

MAY 30 2309
DIVISION OF

OIL, GAS AND Aj12s'ni-.



.""'?"" !.-5: .sa-::

- 1

MAY 30 2600
SHENANDOAH ENERGY INC.
o, DIVISION OF UTAH OPERATED WELLS
APL# WWELM&MG WELL#  LOCATION FIELD NAME PROD. ZONE FORMATION WELL TYPE AGREEMENT
43015-30168-00 BUZZARD BENCH FED  #6-3 SENW 3, 1957 BUZZARD BENGH ______ FRSD _ FERRON GW 8910204190
43-015-30229-00 1os7o BUZZARD BENCH FED  #3-24 SESW 3, 19S-7E BUZZARD BENCH FRSD  FERRON W 8910204190
430153011000 10685 FERRON FED #16-20 SESE 20, 17S-8E BUZZARD BENCH FRSD FERRON ow
43015-30257-00 11837 FERRON FEDERAL #7-12197 SWNE 12,19S-7E  BUZZARD BENCH FRSD  UPPER FERRON GW
43-015-30000-00 FERRON FEDERAL #16-910-7  SESE 9, 19S-7E FERRON FERRON DRG
43-015-3025300 11836 FERRON STATE #4-36 SWNW 36, 18S-7E  BUZZARD BENCH FRSD  FERRON GW
4301530222-00 11029 ORANGEVILLE FED #1-11 NENE 11,19S-7E BUZZARD BENCH FRSD  UPPER FERRON GW  891020388A
43-015-30221-00 10600 ORANGEVILLE FED #4-1 NWNW 1,19S8-7E  BUZZARD BENCH FRSD  UPPER FERRON GW
430153010200 10920 ORANGEVILLE ST #1-36 SESE 36, 18S-7E BUZZARD BENCH FRSD  UPPER FERRON GW 8910203880
430153017900 00535 ORANGEVILLE STATE  #10-2 NWSE 2, 195-7E BUZZARD BENCH FRSD LOWER FERRON GW  891020388A
43.01530108-00 10978 ORANGEVILLE UNIT  #16-6 SESE 6, 185-8E BUZZARD BENCH "FRSD  FERRON ow
43.047-33164-00 12496 DESERT SPRING #16-19-10-18 SESE 19,10S-18E  DESERT SPRING GRRV  GREEN RIVER ow
43-047-3316200 12523 DESERT SPRING #3-20-10-18 NWNE 29, 10S-18E  DESERT SPRING GRRV  GREEN RIVER ow
43-047-32493-00 11630 ECOYOTE FEDERAL  #14-4-8-25 SESW 4, 85-25E EAST COYOTE FEDERAL GRRV  GREENRIVER ow
430473155500 09497 ANTELOPE DRAW #217-4C  SESW 17,85-2E  GLEN BENCH GRRV  GREENRIVER OW  UTU73974X
430473155600 09498 ANTELOPE DRAW #3-173C  SESE 17, 85-22E GLEN BENCH GRRV  GREENRIVER OW  UTU73874X
43-047-32476-00 11862 GLEN BENCH #8-19 SENE 19,85-22E  GLEN BENCH GRRV  GREENRIVER OW  UTU73874X
43-047-31257-00 11587 GLEN BENCH FED #44-19 L 20 19, 8S-22W GLEN BENCH GRRV  GREEN RIVER OW  UTU73874X
43-047-3135500 11588 GLEN BENCH FED #13-20 NWSW 20,85-22E  GLEN BENCH GRRV  GREENRIVER OW  UTU73874X
430473135600 06135 GLEN BENCH FED #2220 SENW 20,85-22E  GLEN BENCH GREEN RIVER WIW  UTU73974X
43-047-31433-00 06196 GLEN BENCH FED #31.20 NWNE 20,85-22E  GLEN BENCH GRRV  GREENRIVER OW  UTU73874X
43-047-31008-00 06045 GLEN BENCH FED #3130 L6 30,85-22E GLEN BENCH GRRV  GREEN RIVER OW  UTU73974X
430473126000 06050 GLEN BENCH FED #22-30 SENW 30,8S-2E  GLEN BENCH ' GRRV  GREEN RIVER OW  UTU73974X
43.047-32549-00 11716 GLEN BENCH STATE  #6:16 SENW 16,85-2E  GLEN BENCH GRRV  GREENRIVER OW  UTU73974X
430473258200 11716 GLEN BENCH STATE  #7-16 SENE 16,85-22E  GLEN BENCH GREENRIVER WIW  UTU73974X
43-047-32583-00 11732 GLEN BENCH STATE  #12-16 NWSW 16,8522  GLEN BENCH GREENRIVER WIW  UTU73974X
43-047-32756-00 11955 GLEN BENCH UNIT #1519-822 SWSE 19,85-22E  GLEN BENCH GREEN RIVER WIW  UTU73974X
43-047-32755-00 12014 GLEN BENCH UNIT #430822 NWNW 30,8S-2E  GLEN BENCH GRRV  GREEN RIVER OW  UTU73874X
43-047-32857-00 12219 GLEN BENCH UNIT #11-168-22 NESW 16,85-22E  GLEN BENCH GRGBS GREEN RIVER OW  UTUT3874X
43-013-3147700 12248  UTD WALTON #26-03 NENW 26,9S-16E  MONUMENT BUTTE GRRV  GREEN RIVER ow :
43-047-33252-00 12527 GLENBENCH STATE  #2:36-8-21 NENW 36,85-21E  NATURAL BUTTES WSTC  WASATCH GW
43-047-33037-00 12377 GLENBENCH STATE  #8A-36-8-21 SWNE 36,85-21E  NATURAL BUTTES WSTC  WASATCH GW
43-047-33038-00 12378 GLENBENCH STATE  #6-36-8-21 SENW 36,88-21E  NATURAL BUTTES WSTC  WASATCH GW
43-047-32746-00 11944 SAGE GROUSE FEDERAL#6-14-8-22 = SENW 14,85-2E  NATURAL BUTTES GRRV  GREEN RIVER GW
430473272400 12361 SAGE GROUSE FEDERAL#8-38-8-21  SENE 36, 8S-21E NATURAL BUTTES GRRV  GREEN RIVER GW
43-047-3309500 12528 WHITE RIVER UNIT #13358-22 SWSW 35,85-2E  NATURAL BUTTES WSTC  WASATCH GW 8910035098
430473306100 12528 WHITE RIVER UNIT #15-35822 SWSE 35,85-2E  NATURAL BUTTES WSTC  WASATCH GW 8910035098
43047-3275400 12003 FLU KNOLLS FED. #23-3 NESW 3, 10S-18E  UTELAND BUTTE GRRV  GREEN RIVER ow
43-047-15083-00 04915 WHITE RIVER UNIT #19-9 SWNE 9, 8S-22E WHITE RIVER GREENRIVER WIW  891003509D
43-047-15080-00 04915 WRU #15-9 NESE 9, 8S-22E WHITE RIVER GRRV  GREENRIVER OW  891003509D
43.047-15085-00 04915 WRU #2410 NESW 10,85-22E  WHITE RIVER GRRV  GREENRIVER OW 8910035090
47 047450RE.00  AD1E WRLI #27-10 SWNE 10,88.22€  WHITE RIVER GRRV  GREENRIVER OW 8910035080

43-047-31561-00 10000 WRU #47-10 L1 10, 8S-22E WHITE RIVER GRRV  GREENRIVER ow
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT

Utah State Office
P.0. Box 45155
Salt Lake City, UT 84145-0155

In Reply Refer To:
3100 SUN 5 2000
U-058 et al
(UT-932)
NOTICE
Shenandoah Operating Company, LLC : Oil and Gas Leases

475 17" Street, Suite 1000
Denver, CO 80202

Name Change Recognized

Acceptable evidence has been received in this office conceming the change of name of Chandler &
Associates, LLC to Shenandoah Operating Company, LLC on Federal oil and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted as to the name change.
The exhibitwas compiled from a list of leases obtained from our automated records system. We have
not abstracted the lease files to determine if the entity affected by the name change holds an interest
inthe leases identified nor have we attempted to identify leases where the entity is the operator on
the ground maintaining no vested record title or operating rights interests. We are notifying the
Minerals Management Service and all applicable Bureau of Land Management offices of the name
change by a copy of this notice. If additional documentation for changes of operator are required by
our Field Offices, you will be contacted by them.

Ariderto statewide Surety Bond No. 124 29 03 64 (BLM Bond No. UT0969) changing the name on
the bond from Chandler & Associates, LLC to Shenandoah Energy Inc. has been accepted by this
office effective January 26, 2000. However, the rider makes no mention of Shenandoah Operating
Company, LLC. Ariderto the above bond adding the name of Shenandoah Operating Company, LLC
needs to be submitted to this office.

/el Robert Lopsz

Robert Lopez
Chief, Branch of
Minerals Adjudication

Enclosure
Exhibit of Leases
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DIVICION OF
OIL, GAS AND NIMING
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155
Salt Lake City, UT 84145-0155

N REPLY REFER TO
UT-931
August 24, 2000
Attn: Scott M. Webb
Shenandoah Energy Inc.
465 17™ Street, Suite 1000
Denver, Colorado 80202
Re: Glen Bench Unit
Uintah County, Utah
Gentlemen:

On August 24, 2000, we received an indenture dated August 18, 2000, whereby Shenandoah
Operating Company, L.L.C. resigned as Unit Operator and Shenandoah Energy Inc. was
designated as Successor Unit Operator for the Glen Bench Unit, Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective August 24,
2000. In approving this designation, the Authorized Officer neither warrants nor certifies that the
designated party has obtained all required approval that would entitle it to conduct operations
under the Glen Bench Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0969 will be used to cover all operations within the
Glen Bench Unit. ' :

It is requested that you notify all interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate federal offices, with one copy
returned herewith.

Sincerely,
/s/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure

bcc:  Field Manager - Vemal (w/enclosure)
Division of Qil, Gas & Mining
Minerals Adjudication Group U-932
File - Glen Bench Unit (w/enclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron

UT931: TAThompson:tt:8/24/00



List Wells by MMS Number
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hitp//www.utso.ut.blm.gov/minerals/wwwroot/mms_iid.asp?MyQuery=UTU73974X
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Results of query for MMS Account Number
UTU73974X

API
Number

Operator

Well Name

Well
Status

Lease or
CA
Number

Inspection
Item

Township

Range

Section

4304731008

CHANDLER
&

ASSOCIATES
LLC

31-30 GLEN
BENCH

POW

UTU9617

UTU73974X

35

22E

30

|

4304731257

CHANDLER
&

ASSOCIATES
LLC

44-19
GLENBENCH

ABD

UTU9617

UTU73974X

8s

22E

19

SE!

4304731260

CHANDLER
&

ASSOCIATES
LLC

22-30 BENCH
GLEN

TA

UTU9617

UTU73974X

8S

22E

30

SEl

CHANDLER
&
ASSOCIATES
LLC

4304731355

CHANDLER
&

ASSOCIATES
LLC

13-20 NGC

POW

UTU9617

UTU73974X

8S

22E

20

NW

4304731356

[CHANDLER
&

ASSOCIATES
LLC

22-20 NGC

WIW

UTU69001

UTU73974X

8S

22E

20

SEl

4304731399

CHANDLER
&

ASSOCIATES
LLC

45-16 WHITE
RIVER

POW

STATE

UTU73974X

8S

22E

16

NE

4304731433

CHANDLER
&

ASSOCIATES
LLC

31-20
FEDERAL

POW

UTU69001

UTU73974X

8S

22E

20

4304731555

CHANDLER
&

ASSOCIATES
LLC

2-17-4C
ANTELOPE

POW

UTU65276

UTU73974X

8S

22E

17

4304731556

CHANDLER
&

ASSOCIATES
LLC

3-17-3C
ANTELOPE

POW

UTU65276

UTU73974X

8S

22E

17

SE!

ICHANDLER |

I

10/18/2000 12:35 PM



List Wells by MMS Number
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4304732476

&
ASSOCIATES
LLC

Ny’

GLEN BENCH
8-19

POW

http//www.utso.ut.bim.gov/minerals/wwwroot/mms_iid.asp?MyQuery=UTU73974X

UTU65404

N

UTU73974X

8S

22E

19

SEl

4304732549

CHANDLER
&
ASSOCIATES
LLC

GLEN BENCH
6-16

POW

STATE

UTU73974X

8S

22E

16

4304732582

CHANDLER
&
ASSOCIATES
LLC

GLEN BENCH
7-16

WIwW

STATE

UTU73974X

8S

22E

16

4304732583

CHANDLER
&
ASSOCIATES
LLC

GLEN BENCH
12-16

WIW

STATE

UTU73974X

8S

22E

16

4304732718

CHANDLER
&
ASSOCIATES
LLC

GLEN BENCH
8-17

P+A

UTU65276

UTU73974X

8S

22E

17

SEl

4304732755

CHANDLER
&
ASSOCIATES
LLC

4-30-8-22

POW

UTu9617

UTU73974X

8S

22E

30

N

4304732756

CHANDLER
&
ASSOCIATES
LLC

GLEN BENCH
15-19

3=

W Zdd)

UTU9617

UTU73974X

8S

22E

19

4304732857

CHANDLER
&
ASSOCIATES
LLC

GLEN B
11-16-8-22

POW

STATE

UTU73974X

22E

8s

16

&

—

DISCLAIMER for online data

the BLM.

- No warranty is made by the BLM for use of the data for purposes not intended by

10/18/2000 12:35 PM



D-wision of Oil, Gas and Mining

ROUTING
OPERATOR CHANGE WORKSHEET 1. GLH 4-KAS/
2.CDWY" S$IL
3ILT 6-FILE
Enter date after each listed item is completed
X Change of Operator (Well Sold) Designation of Agent
Operator Name Change (Only) Merger
The operator of the well(s) listed below has changed, effective: ~ 08-24-2000
FROM: (0Old Operator): TO: ( New Operator):
CHANDLER & ASSOCIATES INC SHENANDOAH ENERGY INC
Address: 475 17TH STREET STE 1000 Address: 475 17TH STREET STE 1000
DENVER, CO 80202 DENVER, CO 80202
Phone: 1-(303)-295-0400 Phone: 1-(303)-295-0400
Account No. N3320 Account N4235
CA No. Unit: GLEN BENCH
WELL(S)
API ENTITY |SEC. TWN |LEASE WELL |WELL
NAME NO. NO. RNG TYPE TYPE | STATUS
GLEN BENCH STATE 2-36-8-21 43-047-33252 ]12527 36-08S-21E |STATE GW P
GLEN BENCH STATE 8A-36-8-21 43-047-33037 12377 36-08S-21E |STATE GW P
GLEN BENCH STATE 6-36-8-21 43-047-33038 |12378 36-08S-21E |STATE |GW P
GLEN BENCH STATE 6-16 43-047-32549 |11716 16-08S-22E |STATE ow S
GLEN BENCH 8-17 43-047-32718 11818 17-08S-22E |FEDERAL |OW PA
GLEN BENCH 44-19 43-047-31257 |11587 19-08S-22E |FEDERAL jOW PA
GLEN BENCH 8-19 43-047-32476 |11862 19-08S-22E |FEDERAL jOW P
NGC 13-20 43-047-31355 11588 20-08S-22E |FEDERAL |[OW P
GLEN BENCH 31-30 43-047-31008 |6045 30-08S-22E |FEDERAL [OW P
GLEN BENCH 22-30 43-047-31260 6050 30-08S-22E |FEDERAL |[OW TA
GLEN BENCH 4-30-8-22 43-047-32755 |12014 30-08S-22E |FEDERAL |OW P
GLEN BENCH STATE 11-16-8-22 43-047-32857 12219 16-08S-22E |STATE |OW P
OPERATOR CHANGES DOCUMENTATION
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 05/30/2000
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 05/30/2000




[ ey »} .
3. The new company has been checked through the Department of Commerce, Division of Corporations Database on: 11/02/2000

4. Is the new operator registered in the State of Utah: YES Business Number: 1467732-0143

5. IfNO, the operator was contacted contacted on:

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the (merger, name change,
or operator change for all wells listed on Federal or Indian leases on: 06/05/2000

7. Federal and Indian Units: The BLM or BIA has approved the successor of unit operator

for wells listed on: 08/24/2000

8. Federal and Indian Communization Agreements ("CA"): The BLM or the BIA has approved the operator
change for all wells listed involved in a CA on: N/A

9. Underground Injection Control ("UIC'") Pro; The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: N/A

DATA ENTRY:

1. Changes entered in the Oil and Gas Database on: 11/02/2000

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: M

3. Bond information entered in RBDMS on:

4. Fee wells attached to bond in RBDMS on:

STATE BOND VERIFICATION:
1. State well(s) covered by Bond No.: 159261960

FEE WELLS - BOND VERIFICATION/LEASE INTEREST OWNER NOTIFICATION:

1. (R649-3-1) The NEW operator of any fee well(s) listed has furnished a bond: N/A
2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

3. (R649-2-10) The FORMER operator of the Fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A

FILMING:
1. All attachments to this form have been MICROFILMED on: 3V D, v ‘

FILING:
1. ORIGINALS/COPIES of all attachments pertaining to each individual well have been filled in each well file on:

COMMENTS:
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